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MATERIAL SAFETY DATA SHEET ( MSDS) 

APT-8905 

1. Product and Manufacturer 

Product name: Paper laminating adhesive APT-8905 

 

Manufacturer: Tuyet Chau Co., Ltd 

265/41 Bui Van Ngu street, Tan Thoi Hiep Ward, 

HCMC 

Tel: 028 22443578 . Email : tuyetchauco@gmail.com 

 

2. Composition/information in ingredients 

+ Non-hazardous ingredients: 100% 

+ Main ingredient : PolyVinyl Acetate Copolymer 

+ Viscosity Modifier 

+ Does not contain: Cd, Pb, Hg, Cr 

 

3. Physical and Chemical Properties 
 

Ingredient CAS No. Content (%) 

PolyVinyl Acetate Copolymer 9003-20-7 36 - 39 

Preservative BIT20 2634-33-5 0.01-0.02 

Water 7732-18-5 61 -64 

 

  

Molecular Formula : Mixture 

Color: White 

Boiling Point : 100oC. 

  Volatile Content (%): 61-64 

Density (g) : 1.07 +/-0.5 

Evaporation rate: 1 (Water = 1). 
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pH : 4-7 

Water solubility: Completely soluble in water. 

Odor : Pleasant, sweet. 

 

4. Hazard identification 

Hazard classification: Not classified as hazardous according to the GHS. 

 

5. First aid measurement 

Inhalation: Move the affected person to fresh air. If breathing is difficult, administer 

oxygen. If breathing has stopped, give artificial respiration. Seek 

medical attention if necessary. 

Skin contact: Wash the affected area thoroughly with soap and plenty of water. 

Remove contaminated clothing and wash before reuse. 

Eye contact: Immediately flush the eyes with plenty of water. 

 

Ingestion: Ingestion of large amounts may cause nausea. Rinse the mouth, drink  

plenty of water, and seek medical attention if necessary. 

 

6. Fire and Explosion Hazard 

Fire and Explosion Hazard : None 

Flash point : Not applicable 

Auto-ignition temperature : Not applicable 

Lower Explosive Limit (LEL)      : Not applicable    

Upper Explosive Limit (UEL)      : Not applicable 

Suitable Extinguishing Media : The product is not flammable in its supplied form.  

However, the dried adhesive film may burn. Any suitable extingguishing media may be used to 

extinguish the fire. 

Fire Fighting Procedures :              No special firefingting measures are required. 

 

7. Protective measures 

Personal Precautions : The use of appropriate personal protective equipment (PPE) is 

recommended. 
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Environmental precautions : Do not discharge directly into drains, sewers, or surface 

waters. Allow the product to solidify before disposal in accordance 

with applicable regulations. Dispose of unused material as waste in 

accordance with Section 13. 

 

8. Handling and Storage (vận chuyển và lưu kho) 

Handling : Keep the container tightly closed. 

Do not eat, drink, or smoke while handling , storing, or using this 

product. 

Wash hands and face thoroughly before eating or drinking. 

Storage : Store at room teperature. Protect from freezing.  

Do not use the product more than six (6) months after the date of 

manufacture. 

 

9. Exposure Controls and Personal Protection 

Ventilation : Evaporation rate is similar to that of water. Local exhaust ventilation 

or general mechanical ventilation is recommended. Open containers 

only in well-ventilated areas.  

 

Hand Protection : The use of chemical-resistant gloves is recommended. 

 

Eye protection : Safety goggles of or protective glasses are recommended. 

 

 

10. Stability and Reactivity 

Chemical Stability:   Stable under normal temperature and pressure 

conditions. 

Incompatible Materials:   No known incompatible materials. 

Hazard Decomposition Products:  Carbon dioxide (CO2) and acetic acid may be 

generated during thermal decomposition or 

combustion. 

Hazardous Polymerization:   Will not occur. 

 

11. Toxicological Information 

 
This product is considered non-hazardous. Avoid direct contact with the eyes, minimize skin 

contact, and do not ingest. 

 

12.  Ecological Information 

General information:  Do not discharge directly into drains, groundwater, ponds, lakes, rivers or 

other natural waterways. 
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13.  Disposal Considerations 

Prouduct:  Absorb the spilled material with suitable absorbent materials, collect it 

into a covered waste container and clean the contaminated area with water. Dispose of the 

waste in accordance with applicable regulations for solid waste disposal. 

        Contaminated packaging:  Packaging that cannot be thoroughly cleaned should be 

disposed of in the same manner as the product. 

 

14. Transport Information 

 
The product is non-hazardous and is not regulated as a dangerous good for transport. 

 

15. Regulatory Information 

 
Hazard Classification:  This product is not classified as hazardous under applicable 

regulations. 

 

16. Other Information 

 
The information and recommendations provided herein apply only to our products and do 

not apply when the products are used in combination with other materials or products. Before 

using this product, the purchaser is responsible for evaluating whether it is suitable for the 

intended application and for determining its fitness for the specifit purpose.  

 

The information provided above is intended as guidance for the proper use of the product. 

For first-time users, we will, upon request and prior to sale or supply, provide technical 

guidance and conduct application testing under the customer’s actual conditions of use (e.g., 

application surface,...). We will also recommend the most suitable product based on the 

customer’s specific application requirements.  


